
 

REGRAS SPEEDR PARALELO AO MIKROTIK 

 
 

 

REGRAS FILTER: 

 
Regras filter rules firewall (regra para liberar internet) 

add action=accept chain=forward comment="Liberar SpeedR" disabled=no \ 

src-address=192.168.20.2 

add action=accept chain=forward comment="" disabled=no dst-address=\ 

    192.168.20.2 

De vermelho Ip servidor speedr. 

 

 

 
REGRAS NAT: 

Regra mascarar: 

add action=masquerade chain=srcnat comment="Mascarar Toda Rede" disabled=no dst-

address=!192.168.20.2 

 

Regra para acessar speedr externamente (obs: pppoe-out1> interface do link ) 

add action=dst-nat chain=dstnat comment="ACESSO EXTERNO SPEEDR" disabled=no dst-

port=70 in-interface=pppoe-out1 \ 

protocol=tcp to-addresses=192.168.20.2 to-ports=8080 

 

Regra ativar e desativar cache: (regra deve ficar abaixo da de bloqueio e pendencia) 

add action=dst-nat chain=dstnat comment="dst-nat [192.168.20.2 tcp.dst=3128]" disabled=no 

dst-port=80 protocol=\ 

 tcp src-address=!192.168.20.2 to-addresses=192.168.20.2 to-ports=3128 

 

OBS: A REGRA “place hotspot rules here” tem que ficar desativada. 

 

 



REGRA MANGLE: 

 
Marca os pacotes dos objetos armazenados que vem  pelo Speedr com DSCP 12: 

add action=mark-packet chain=postrouting comment="dscp->12) => [packet_speedr_HIT]" 

disabled=no dscp=12 \ 

 new-packet-mark=packet_speedr_HIT passthrough=no 
 
Marca os pacotes dos objetos armazenados que vem  pelo Speedr com DSCP 10: 

add action=mark-packet chain=postrouting comment="dscp->10 => [packet_speedr_HIT]" 

disabled=no dscp=10 \ 

new-packet-mark=packet_speedr_HIT passthrough=no 
 
Testes de velocidade DSCP 48: 

add action=mark-packet chain=postrouting comment="dscp->48 => [packet_speedr_HIT]" 

disabled=no dscp=48 \ 

new-packet-mark=packet_speedr_HIT passthrough=no 

 

 

REGRA ADDRESS LIST: 

 
/ip firewall address-lis 

add address=192.168.10.0/30 comment="" disabled=no list=intranet 

add address=192.168.10.0/30 comment="Regra webcache" disabled=no list=\ 

speedr-redirect 

-192.168.10.0/30 FAIXA DE REDE DO SPEDR SEGUIDO DE /30 

 

 

REGRA QUEUE TREE: 

 
REGRA CACHE FULL: 

/queue tree 

add burst-limit=0 burst-threshold=0 burst-time=0s disabled=no limit-at=20M \ 

max-limit=20M name="webcache HIT" packet-mark=packet_speedr_HIT parent=\ 

global-out priority=8 queue=default 

 

* velocidade  liberada para puxar do cache. 

Com estas regras o cache já estará funcionando. 


